




SUHA‐18‐Q SUHA‐24‐Q

Pdesignc kW 5.3 7.1

SEER W/W A++ A++

Energy Efficiency Class 6.5 6.1

Pdesignh kW 4.9 5.8

SCOP W/W 4.0 4.0

Energy Efficiency Class A+ A+

Tbiv ℃ -7 -7

Tol ℃ -15 -15

Pdesignh kW 5.2 5.6

SCOP W/W 5.1 5.1

Energy Efficiency Class A+++ A+++

Tbiv ℃ 2 2

V- Ph-Hz 220~240,50,1 220~240,50,1

V- Ph-Hz 220~240,50,1 220~240,50,1

Capacity Btu/h 18000(2700-21000) 24000(4100-28000)

Capacity kW 5.28(0.79-6.15) 7.03(1.20-8.21)

Input W 1630(270-2365) 2285(400-3155)

Current A 7.5(1.2-10.9) 10.4(1.8-14.4)

Capacity Btu/h 19000(3000-24000) 24000(4100-29500)

Capacity kW 5.67(0.88-7.03) 7.03(1.20-8.65)

Input W 1460(255-2510) 1900(400-3090)

Current A 6.7(1.2-11.5) 8.7(1.8-14.1)

Model ZKFN-55-8-1 ZKFN-55-8-1

Qty 1 1 

Input W 100 100 

Speed(Hi/Med/Lo) r/min 950/850/750 1200/1080/890

Indoor coil Number of rows 3 3

dB(A) 44/39/34 53/48/42

dB(A) 57 63

Dimension (WxDxH) mm 1068x675x235 1068x675x235

Packing  (WxDxH) mm 1145x755x313 1145x755x313

Net/Gross weight kg 25.8/30.6 25/30

MPa 4.2/1.5 4.2/1.5

mm ODΦ25 ODΦ25

Refrigerant piping Liquid side/Gas side mm Φ6.35/Φ12.7 (1/4"/1/2") Φ9.52/Φ15.9 (3/8"/5/8")

Standard Remote control Remote control

℃ 17~30 17~30

Cooling ℃ 17~32 17~32

Heating ℃ 0~30 0~30

Power supply V,Hz,Ph 220~240,50,1 220~240,50,1

Max. input current       A 10.0 14.0

Type ROTARY ROTARY

Brand GMCC GMCC

Capacity     Btu/h 13836 24345

Input          W 1035 1970

Refrigerant oil   ml ESTER OIL VG74/450 POE(VG74)/670

Qty 1 1

Input W 63 115

Speed(Hi) r/min 850 760

Number of rows 2 2

Tube pitch(a)* row pitch(b) mm 25.4x22 25.4x22

Fin spacing mm 1.4 1.4

Fin type Hydrophilic aluminium Hydrophilic aluminium

Tube outside dia.and type mm Φ9.52,innergroove tube Φ9.52,innergroove tube

Coil length * height * width mm 860x508x44 730x660x44

Number of circuits 4 4

m3/h 2100 2700

dB(A) 56.5 60.5

dB(A) 64 65

Capillary +EXV Capillary +EXV

Dimension(WxDxH) mm 800x333x554 845x363x702

Packing(WxDxH) mm 920x390x615 965x395x765

Net/Gross weight  kg 35.5/38.4 49/51.5

Type R410A R410A

GWP 2088 2088

Charged quantity Kg 1.78 1.95

MPa 4.2/1.5 4.2/1.5

Liquid side/ Gas side  mm(inch) Φ6.35/Φ12.7(1/4"/1/2") Φ9.52/Φ15.9(3/8"/5/8")

Max. pipe length   m 30 50

Max. difference in level m 20 25

Cooling ℃ -15～50 -15～50

Heating ℃ -15～24 -15～24
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