




SDLHA‐12‐Q SDLHA‐18‐Q SDLHA‐24‐Q SDLHA‐30‐Q SDLHA‐36‐Q SDLHA‐48‐Q SDLHA‐60‐Q

Pdesignc kW 3.5 5.3 7.0 8.792 10.5 14.069 16.121

SEER W/W 6.1 6.1 6.1 6.1 6.1 6.1 5.6

Energy Efficiency Class A++ A++ A++ A++ A++ A++ A+

Pdesignh kW 3.3 5.0 5.8 8.2 10.5 12 12.3

SCOP W/W 4 4 4.0 4 4 4.0 4.0

Energy Efficiency Class A+ A+ A+ A+ A+ A+ A+

Tbiv ℃ -7 -7 -7 -7 -7 -7 -10

Tol ℃ -15 -15 -15 -15 -15 -15 -15

Pdesignh kW 3.6 4.7 5.568 7.18 10.5 12.379 12.219

SCOP W/W 5.1 4.8 5.2 5 5.1 5.48 5.13

Energy Efficiency Class A+++ A++ A+++ A++ A+++ A+++ A+++

Tbiv ℃ 2 2 2 2 2 2 2

V- Ph-Hz 220~240,50,1 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220~240,50,1 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 220-240V,1Ph,50Hz 380-415V,3Ph,50Hz

Capacity Btu/h 12000(2100-15000) 18000 24000 30000 36000 48000 55000

Capacity kW 3.52(0.62-4.40) 5.275 7.034 8.792 10.551 14.068 16.12

Input W 1030(210-1690) 1643 2191 2836 4058 5200 6700

Current A 4.7(1.0-7.7) 7.5 10 13 7.48 8.46 11.12

Capacity Btu/h 13000(2100-17000) 19000 24000 32000 38000 56000 60000

Capacity kW 3.81(0.62-4.98) 5.569 7.034 9.379 11.137 16.413 17.585

Input W 995(496-1790) 1542 1950 2287 3085 4400 5300

Current A 4.5(2.3-8.2) 7.06 8.9 10.5 5.7 7.0 8.65

Model ZKFN-55-8-1 ZKFN-160-8-1-2 ZKFN-160-8-1-2 ZKFN-300-8-1 ZKFN-300-8-1 ZKFN-560-8-1-1 ZKFN-560-8-1-1

Qty 1 1 1 1 1 1 1

Input W 100 90.00 90.00 250/182/130 250/182/130 560/240/95 560/240/95

Speed(Hi/Med/Lo) r/min 1100/940/760 1300/1230/1080 870/790/710 1100/1000/900 1100/1000/900 800/600 1000/-/-

Number of rows 3 4 3.0 4.0 4.0 4.0 4.0

Rated Pa / 25 25 37 37 50 50

Range Pa 0-45 0-70 0-100 0-120 0-120 0-160 0-160

dB(A) 42/38/35 42/40/38 42/39/36 41/40/36.5 41.5/40/39 52/--/48 57/--/54

dB(A) 54 58 62 63 61.5 71 75

Dimension (WxDxH) mm 700x635x210 880x674x210 1100x774x249 1360x774x249 1360x774x249 1200x874x300 1200x874x300

Packing(WxDxH) mm 915x655x290 1070x725x270 1305x805x305 1570x805x305 1570x805x305 1405x915x355 1405x915x355

Net/Gross weight kg 18.4/22.7 25.4/31 31.7/39.1 40.6/48.5 40.2/48.4 46/55 46/55

mm ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25

Standard Wired and wireless Wired and wireless Wired and wireless Wired and wireless Wired and wireless Wired and wireless Wired and wireless

℃ 17~30 17-30 17-30 17-30 17-30 17-30 17-30

Cooling ℃ 17~32 17～32 17～32 17～32 17～32 17～32 17～32

Heating ℃ 0~30 0~30 0~30 0~30 0~30 0～30 0~30

Power supply V,Hz,Ph 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1 380~415,50,3

Max. input current       A 9.0 10.0 14.0 19.0 21.0 26.5 14.0

Type ROTARY ROTARY ROTARY ROTARY ROTARY ROTARY ROTARY

Brand GMCC GMCC GMCC GMCC GMCC GMCC GMCC

Capacity     Btu/h 10093 13836 24345 24345 32380 44697 44697

Input          W 730 1035 1970 1970 2600 3420 3420

Refrigerant oil   ml Ester Oil VG74/340 ESTER OIL VG74/450 POE(VG74)/670 POE(VG74)/670 PQE(VG74)/1000 Ester Oil VG74/1400 Ester Oil VG74/1400

Qty 1 1 1 1 1 1+1 1+1

Input W 63 63 115 150 150 126 126

Speed(Hi) r/min 800 850 760 800 950 850 850

Number of rows 2 2 2 1.6 2 1.6 2

Tube pitch(a)* row pitch(b) mm 25.4x22 25.4x22 25.4x22 25.4x22 25.4x22 25.4x22 25.4x22

Fin spacing mm 1.4 1.4 1.4 1.3 1.3 1.4 1.4

Fin type Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium

Tube outside dia.and type mm Φ9.52,innergroove tube Φ9.52,innergroove tube Φ9.52,innergroove tube Φ9.52,innergroove tube Ф9.52, innergroove tube Ф9.52,innergroove tube Ф9.52,innergroove tube

Coil length * height * width mm 860x508x44 860x508x44 730x660x44 1005x762x22+580x762x22 995x762x44 990x1270x22+500x1270x22 990x1270x44

Number of circuits 4 4 4 4 4 8 8

m3/h 2000 2100 2700 4300 4300 6800 7200

dB(A) 57 56.5 60.5 59.5 61 65 62.5

dB(A) 60 64 65 66 66 72 75

Capillary +EXV Capillary +EXV Capillary +EXV Capillary +EXV Capillary +EXV Capillary +EXV Capillary +EXV

Dimension(WxDxH) mm 800x333x554 800x333x554 845x363x702 946x410x810 946x410x810 952x415x1333 952x415x1333

Packing(WxDxH) mm 920x390x615 920x390x615 965x395x765 1090x500x875 1090x500x875 1095x495x1480 1095x495x1480

Net/Gross weight  kg 34.5/37.3 35.5/38.4 49/51.5 62.9/68.5 67.2/72.9 95.1/108.4 112.8/126

Type R410A R410A R410A R410A R410A R410A R410A

GWP 2088 2088 2088 2088 2088 2088 2088

Charged quantity Kg 1.38 1.78 1.95 2.8 3.2 4 4.3

MPa 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5

Liquid side/ Gas side  mm(inch) Φ6.35/Φ9.52(1/4"/3/8") Φ6.35/Φ12.7(1/4"/1/2") Φ9.52/Φ15.9(3/8"/5/8") Φ9.52/Φ15.9(3/8"/5/8") Φ9.52/Φ15.9(3/8"/5/8") Φ9.52/Φ15.9(3/8"/5/8") Φ9.52/Φ15.9(3/8"/5/8")

Max. pipe length   m 25 30 50 50 65 65 65

Max. difference in level m 10 20 25 25 30 30 30

Cooling ℃ -15～50 -15～50 -15～50 -15～50 -15～50 -15～50 -15～50

Heating ℃ -15～24 -15～24 -15～24 -15～24 -15～24 -15～24 -15～24
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