




SDLV-36-HN1 SDLV-48-HN1 SDLV-60-HN1
Ph-V-Hz 380-415V,3Ph,50Hz 380-415V,3Ph,50Hz 380-415V,3Ph,50Hz

Capacity                     Btu/h 36000 48000 55000

Input           W 3650 5350 6360

Rated current   A 6.1 9.2 11

EER        W/W 2.89 2.63 2.53

Capacity        Btu/h 39000 55000 60000

Input           W 3300 4815 5540

Rated current   A 5.6 8.3 9.3

COP       W/W 3.46 3.35 3.17

W 4250 6300 7500

A 7.0 11 12.6

A 0 66 67

Type ROTARY SCROLL SCROLL

Brand GMCC PANASONIC PANASONIC

Capacity     W 10460W±5% 14100/17100 16400/20300

Input          W 3430W±5% 4750/5600 5750/6750

Rated current(RLA) A 6.1A±5% 8.22/8.30 9.77/9.84

Locked rotor Amp(LRA)   A 36 66.0 63/68

Thermal protector position INTERNAL INTERNAL INTERNAL

Refrigerant oil/oil charge  ml ESTER OIL VG74 1200CC FV68S/1700 FV68S/1700

Model YKSS-115-4-21 YKSS-210-4-2 YKSS-210-4-2

Input           W 253.0 430.0 430.0

Capacitor       uF 8 10 10

Speed(Hi/Mi/Lo) r/min 1104/991/876/787 940/850/740/645 940/850/740/645

a.Number of rows 3.0 3.0 3.0

b.Tube pitch(a)x row pitch(b)  mm 21x13.37 21x13.37 21x13.37

c.Fin spacing                mm 1.4 1.3 1.3

d.Fin type (code) Hydrophilic aluminum Hydrophilic aluminum Hydrophilic aluminum

e.Tube outside dia.and type mm Φ7,Inner groove tube Φ7,Inner groove tube Φ7,Inner groove tube

f.Coil length x height x width  mm 915x294x40.11 1030x378x40.11 1030x378x40.11

g.Number of circuits 7 8 8

m3/h 1804/1372/1149 2100/1850/1490 2400/1850/1490

dB(A) 47/40.5/38 48.5/45/41 50/46/40

Rated Pa 37 50 50

Range Pa 0-120 0-160 0-160

Dimension(W*D*H) mm 1100x774x249 1200x874x300 1200x874x300

Packing   (W*D*H) mm 1305x805x315 1405x915x365 1405x915x365

Net/Gross weight  Kg 32.2/39.4 46/54.5 46/54.5

Model YKS-190-6-21L YKT-65-6-34L YKT-65-6-34L

Input           W 293.3 162.0 162.0

Capacitor       uF 10 3.5 3.5

Speed        r/min 850/770 765 765

a.Number of rows 2.0 2.0 2.0

b.Tube pitch(a)x row pitch(b)  mm 25.4x22 22x19.05 22x19.05

c.Fin spacing                mm 1.3 1.6 1.6

d.Fin type (code) Hydrophilic aluminum Hydrophilic aluminum Hydrophilic aluminum

e.Tube outside dia.and type mm Φ9.52,Inner groove tube Ф7.94,Inner groove tube Ф7.94,Inner groove tube

f.Coil length x height x width  mm 995x762x44 837x1100x38.1 837x1100x38.1

g.Number of circuits 4 8 8

dB(A) 63 63 63

Dimension(W*D*H) mm 946x410x810 900x350x1170 900x350x1170

Packing  (W*D*H) mm 1090x500x875 1032x443x1307 1032x443x1307

Net/Gross weight  Kg 74.4/78.9 97/107 97/108

Kg R410A/2.85 R410A/3.3 R410A/3.2

MPa 4.2/1.5 4.2/1.5 4.2/1.5

Liquid side/ Gas side  mm(inch) 9.52mm(3/8in)/19mm(3/4in) 9.52mm(3/8in)/19mm(3/4in) 9.52mm(3/8in)/19mm(3/4in)

Max. refrigerant pipe length   m 30 50 50

Max. difference in level       m 20 30 30

1.5x3/1.0x3 1.5x3/1.0x3 1.5x3/1.0x3

//no-plug 2.5x5/no-plug 2.5x5/no-plug

Wired and Wireless Wired and Wireless Wired and Wireless

℃ 17~30 17~30 17~30

Indoor(cooling/ heating) ℃ 17～32/0～30 17～32/0～30 17～32/0～30

Outdoor(cooling/heating) ℃ -7～43/-7～24 18～43/-7～24 18～43/-7～24

m2 48～70 64～94 73～107
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