




SCC-18-HN1 SCC-24-HN1 SCC-36-HN1 SCC-48-HN1 SCC-60-HN1

V-ph-Hz 220~240,50,1 220~240,50,1 380~415,50,3 380~415,50,3 380~415,50,3

Capacity Btu/h 18000 24000 36000 48000 55000

Input W 1990 2600 3850 5191 6272

Current A 8.82 12.48 8.2 9.2 11

EER W/W 2.65 2.71 2.74 2.71 2.57

Capacity Btu/h 19000 26000 40500 52000 61000

Input W 1740 2400 3700 4763 5843

Current A 7.72 11.52 7.7 8.5 10.3

COP W/W 3.20 3.18 3.21 3.2 3.06

Qty 1 1 1 1 1

Input W 81/69/63 105/91/80/70 174/145/121 209/145/121 209/145/121

Capacitor uF 2UF/450V 3.5UF/450V 5UF/450V 5UF/450V 5UF/450V

Speed(Hi/Med/Lo) r/min 520/390/340 650/580/510/430 690/610/540 775/610/540 775/610/540

Number of rows 2 2 2 3 3

Tube pitch(a)x row pitch(b) mm 21x13.37 21x13.37 21x13.37 21x13.37 21x13.37

Fin spacing mm 1.4 1.4 1.4 1.4 1.4

Fin type Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium

Tube outside dia.and type mm Φ7,innergroove tube Ф7,innergroove tube Φ7,innergroove tube Φ7,innergroove tube Φ7,innergroove tube

Coil length x height x width mm 2010x168x26.74 2010x168x26.74 2010x210x26.74 2080x210x40.11 2080x252x40.11

Number of circuits 8 8 10 10 12

m3/h 900/750/600 1200/1050/900 1800/1600/1400 1900/1600/1400 2000/1700/1500

dB(A) 43/40/35 50/45/41 54/50/47 53/48/44 53/48/44

Dimension (W  x Dx H)(body) mm 840x840x205 840x840x205 840x840x245 840x840x245 840x840x287

Packing   (W  x Dx H)(body) mm 900x900x225 900x900x225 900x900x265 900x900x265 900x900x292

Dimension (W  x Dx H)(panel) mm 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55

Packing  (W  x Dx H)(panel) mm 1035x1035x90 1035x1035x90 1035x1035x90 1035x1035x90 1035x1035x90

Net/Gross weight(body) kg 22/25.5 22.1/25.5 25/28.5 27/32 29/34

Net/Gross weight(panel) kg 5/8 5/8 5/8 5/8 5/8

MPa 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5

mm ODΦ32 ODΦ32 ODΦ32 ODΦ32 ODΦ32

Refrigerant piping Liquid side/Gas side mm(inch) Φ6.35/Φ12.7(1/4"/1/2") Φ9.52Φ15.9(3/8"/5/8") Φ9.52/Φ19(3/8"/3/4") Φ9.52/Φ19(3/8"/3/4") Φ9.52/Φ19(3/8"/3/4")

Remote control Remote control Remote control Remote control Remote control

℃ 17~30 17~30 17~30 17~30 17~30

Cooling ℃ 17~32 17~32 17~32 17~32 17~32

Heating ℃ 0~30 0~30 0~30 0~30 0~30

Outdoor Unit

V-ph-Hz 220-240-1-50 220-240-1-50 380~415-3-50 380-415-3-50 380-415-3-50

W 2950 3450 4250 6300 7500

Type ROTARY ROTARY SCROLL Scroll Scroll

Brand GMCC GMCC EMERSON Panasonic Panasonic

Capacity     Btu/h 21308 24498/24669 10300W 48109 55956.8

Input          W 1530 2395/2540 3300 4750 5750

Rated current(RLA) A 6.9 11.55/12.25 5.9 8.22 9.77

Locked rotor Amp(LRA)   A 38 59 51 66 67

Thermal protector position INTERNAL INTERNAL INTERNAL Internal Internal

Refrigerant oil   ml ESTEL OIL VG74/620 ESTER OIL VG74 ꞏ 950 1242 1700 1700

Qty 1 1 1 2 2

Input W 91.8/79.2 144 293.3/261 162 162

Capacitor μF 3UF/450V 3UF/450V 10 3.5UF/450V 3.5UF/450V

Speed        r/min 890/830 860 846/760 765 765

Number of rows 2 2 2.6 2 2

Tube pitch(a)* row pitch(b) mm 21x13.37 21x13.37 21x13.37 21x13.37 22x19.05

Fin spacing mm 1.4 1.2 1.4 1.4 1.6

Fin type Hydrophilic aluminium Hydrophilic aluminium Unhydrophilic aluminium Hydrophilic aluminium Hydrophilic aluminium

Tube outside dia.and type mm Φ7,innergroove tube Φ7,innergroove tube Φ7,innergroove tube Ф7,innergroove tube Φ7.94,innergroove tube

Coil length * height * width mm 755x504x26.74 730x651x26.74 1010x756x26.74+598x756x13.37 840x1113x26.74 837x1100x38.1

Number of circuits 4 6 6 8 4

dB(A) 62 62 64.4 63 63

Throttle type capillary Throttle Valve Throttle valve Capillary Capillary

Dimension(WxDxH) mm 770x300x555 845x363x702 946x410x810 900x350x1170 900x350x1170

Packing(WxDxH) mm 900x348x615 965x395x765 1090x500x875 1032x443x1307 1032x443x1307

Net/Gross weight  kg 36.5/38.8 52.7/56.1 77.1/82.9 93.2/105 97/108

Type R410A R410A R410A R410A R410A

Charged volume kg 1.5 1.8 2.5 3.25 3.2

Design pressure MPa 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5 4.2/1.5

Liquid side/ Gas side  mm(inch) Φ6.35/Φ12.7(1/4"/1/2") Φ9.52Φ15.9(3/8"/5/8") Φ9.52/Φ19(3/8"/3/4") Φ9.52/Φ19(3/8"/3/4") Φ9.52/Φ19(3/8"/3/4")

Max. pipe length   m 25 25 30 50 50

Max. difference in level m 15 15 20 30 30

Cooling ℃ 18-43 18-43 18-43 18-43 18-43

Heating ℃ -7-24 -7-24 -7-24 -7-24 -7-24

Compressor

Outdoor fan motor

Outdoor coil

Controller

Operation temperature

Max. input consumption        

Power supply

Indoor unit

Room temperature

Design pressure

Model

Power supply

Cooling

Heating

Indoor air flow(Hi/Med/Lo)

Indoor coil

Indoor noise level (sound pressure)(Hi/Med/Lo)

Indoor Unit

Indoor fan motor

Drainage water pipe diameter

Outdoor unit

Refrigerant type/Quantity 

Refrigerant piping

Outdoor noise level (sound pressure)   

Ambient temperature
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